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| EXISTING SITE CONDITIONS

e N463 BLACKBIRD STATION ROAD, TOWNSEND, DE
e AAD.T. :1,700vEHICLES

e DESIGN SPEED. 40MPH
e HORIZONTAL & V ERTICAL
CURVE | -

e EXISTING BRIDGE 1-438 N W
 (2) 7-0” HIGH X 10’-8” ' Blackbird Creek

WIDE CORRUGATEDMETAL
- PIPEARCH |
e POOR CONDITIONS AT

TOP OF SOIL PROFILE
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REPLACEMENT SOLUTION




WHY ABC?




ABC METHODS | MPLEMENTED




PRECAST PRESTRESSEDCONCRETE PILES




PRECAST ABUTMENT SECTIONS




ABUTMENT CLOSURE POUR




PRECAST WINGWALL SECTIONS




PRECAST ADJACENT BoXx BEAMS




UHPC JOINTS & B ACKWALLS




UHPC JOINTS & B ACKWALLS




UHPC OVERLAY




UHPC OVERLAY - TRIAL




UHPC OVERLAY




UHPC OVERLAY







UHPC OVERLAY PATCHING & G RINDING




CoST& T IMING COMPARISON

.
H(8)%"*&(

!ll
#P%&'&&&

$ %N&




COST BREAKDOWN




BR 1-438 TIME LAPSE VIDEO




L ESSONSL EARNED




QUESTIONS?




